
Pixel Pitch(mm) 3 3 in 1

Module Size(w x h) 192*192 64*64

Pixel Density (dots/㎡) 111.111 SMD 1415

Cabinet Size (w x h x d) 960*2000mm 320*576

Material Alloy steel 45

Weight(kg/pc) 45 2.250

Avg Power Consumption (kw/pc) 0,4 1,2

Item

Display size

Screen size with frame

Brightness

Resolution

Viewing Angle

Refresh Rate

Viewing Distance

Way of Scan

Ingress Protection

Grey Scale

Drive Mode

Life Span

Blind Spot Rate

Input Voltage

Working Temperature

Operating Humidity

Control Distance

Source Compatibility

                             TOTEM P3 EXTERIOR

P3 LED poster screen

Technical Specification

Module 

Pixel Configuration

Module Resolution (dots)

LED Type

Cabinet 

Cabinet Resolution (dots)

Module Quantity(pc)

Total weight for the screen(kg)

Max Power Consumption(kw/pc)

Screen 

Width (mm) Height (mm)

960 1728

960 2000

Technical Parameter 

3000 cd/㎡

320*576

H160°  V160°

1920 Hz

> 3 m

1/16

IP 54

14 bit

Constant Current

50000 h

≤0.0003

AC 100V—240V ±10%

"-35℃ ～ + 60℃"

10%—90%

UTP CAT.6 network cable (without relay) for less 120m  

or optical fiber transmission for over 500m-10,000m

HDMI, HDSDI, SDI, VGA, RJ45, YC

Windows7 (2000/XP/Vista) or Mobile phone ( WIFI function)Operating System


